












CARE AND MAINTENANCE

OF YOUR ROSCOSCREEN

Screen is often shipped folded in a box for economical
transport. Because vinyl has a “memory” (the tendency to
retain fold and wrinkles), your screen must be hung as soon as
possible after it is received. Please note: if there is ANY
possibility the screen has frozen it must remain untouched until
the fabric has returned to room temperature. Attempting to
handle frozen screen may result in cracked fabric.

Once hung, weighting the bottom will help pull out some of
the wrinkles. Do not use a pipe greater than 1-1/2” 
diameter as this will cause the vinyl to stretch. It is best to use
one length of pipe in the pocket as a break will cause wrinkles
on the surface radiating from the pipe pocket. Your
Roscoscreen will hang out to a smooth, flawless projection
surface in up to 48 hours. Focusing lighting instruments on the
surface will help speed the process. Please note: Never use a
heat gun to warm the vinyl as the intense, concentrated heat
will damage the PVC.

Store the screen rolled on a solid core and suspended
horizontally. Cover the roll with clean paper or plastic. The vinyl
is easily cleaned using a damp cloth and mild detergent.



55” Seamless

55” (139.7 cm) wide. Minimum order is one linear yard.

No. 500 02105 55 Grey
No. 500 02106 55 Twin White
No. 500 02107 55 Black
No. 500 02108 55 Light Translucent
No. 500 02109 55 Front White

110” Screen

Double width continuous rolls of two 55” sections welded
together, 110” wide. One linear yard 27 square feet. 110”
wide. Minimum order one linear yard.

No. 500 02105 10 Grey
No. 500 02106 10 Twin White
No. 500 02107 10 Black
No. 500 02108 10 Light Translucent
No. 500 02109 10 Front White

86” Seamless

Rosco’s exclusive line of wider seamless projection screens.
Now you can have 86” (218.44cm) of quality seamless
screen. Minimum order is one linear yard.

No. 500 02105 86 Grey
No. 500 02106 86 Twin White
No. 500 02109 86 Front White

Stretch-N-Hook

This multi-purpose fastener was designed to maintain
constant tension between materials such as grommeted
projection screens and supporting structures. Minimum
order: 12 units.

No. 500 05100 0010 Stretch-N-Hook

Transparent Screen Tape

For temporarily seaming screen yardage together 
for a production, or for temporary repairs of screen 
material. Taped seams may spread within two 
months 2” x 55 yards.

No. 851 05100 4850 Roscoscreen Tape
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